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Warranty

Products manufactured by Seller are warranted against defects in

materals and workmanship for twslve (12) months from date of

shipment thereof to Customer, and ility under valid
N the option of Seller, (o repair, replace-

sauipment malfunctions which, in the
defects in original m:

o Al bigatora-of Sevr under s warranty hallcosss in

the event of abuse, accident, alteration, misuse or neglect of

period applicable to the repaired.or re ris. After expiration

of the applicable warranty period, Custormer shall be charged at the

then current prices for or, labor, and transportation.

Reasonable care must be used to avoid hazards. Seller expressly

Gncimons sesponsiniiy Tor jom or ‘Samage caused by use of s

Products other than in accordance with proper operating procedures.

Except as stated herein, Seller makes no warranty,

plied (either in fact or by operation of law), statutory or otherwise:
except as stated herein, Seller shall have no liability under any

the terms of this warranty shall not be binding upon Seller unless
10 writing and approved by an officer of Seller.

Warranty Replacement and Adjustment

Al caims under warranty must be made promptly after ocaurrencs

of circumstances giving rise thereto, and must be received within the

Salle has sole  esponsibility for determining the cause 3nd nature of

failure, and s determination with regard thereto shall be final.
£ 1 founa tha el Produt na been eturna withows caurs
and is still serviceable, Customer will be n juct

returned at its expense; in addition, a charge for testing and examina
tion may be made on Products 5o returned,




Varian LE.G.
Vacuum Division
121 Hartwell Avenue

Lexington, Massachusetts 02173

(617) 861-7200

A WORD TO THE WISE:

READ AT LEAST THE FOLLOWING SECTIONS BEFORE ATTEMPTING
TO OPERATE YOUR NEW VARIAN 936 LEAK DETECTOR:

SECTION 1l
SECTION IV

RECEIVING AND INSTALLATION

OPERATION (Choose the appropriate
one for your model: 936-60, 65, or 70)

The complete subject index is given in the following pages,

but here is the section index for your convenience:

Section |
Section 11
Section 111
Section 1V
Section IV
Section V
Section VI
Section VI
D Section VI

Section VIII

Introduction

Receiving and Installation
Operation, 936-60 and 936-65
Operation, 936-70

Tuning and Calibration
Maintenance, 936-60 and 936-65
Maintenance, 936-70
Troubleshooting

Schematics



VARIAN OFFICES AND PLANTS

BOSTON

52 Cummings Park
Woburn, MA 01810
Tel. 617/935-5185

CHICAGO

Executive Plaza Bldg.
205 W. Touhy Avenue
park Ridge, IL 60068
Tel. 312/825-3103

CLEVELAND

25000 Euclid Avenue
Euclid, OH 44117
Tel. 216/261-2115

DALLAS

P.O. Box 689

Suite 202

558 So. Central Expressway
Richardson, TX 75080

Tel. 214/235-4586

DAYTON

4134 Linden Avenue
Dayton, OH 45432
Tel. 513/258-2099

KNOXVILLE

320 Cedar Bluff Road
Knoxville, TN 37919
Tel. 615/690-3252

LOS ANGELES

9901 South Paramount Blvd.
Downey, CA 90240

Tel. 213/927-2601

WESTERN SERVICE CENTER
Varian LE.G.

645 Clyde Avenue
Mountain View, CA 94043
Tel. 415/964-2790

Varian SpA
Via Varian
10040 Leini
Torino, ITALY

NEW YORK
Commerce Drive
Cranford, NJ 07016
Tel. 201/276-7534

SAN FRANCISCO
375 C Distel Circle
Los Altos, CA 94022
Tel. 415/968-4936

SEATTLE
Bldg. 2, Suite 230

300 120th Avenue, N.E.
Bellevue, WA 98005
Tel. 206/454-3432

ST. PAUL

1306 West County Road F
St. Paul, MI 55112

Tel. 612/636-8036

SYRACUSE

6489 Ridings Road
Syracuse, NY 13206
Tel. 315/437-3307

WASHINGTON, D.C.
4701 Lydell Drive
Cheverly, MD 20785
Tel. 301/772-7433

LEXINGTON

121 Hartwell Avenue
Lexington, MA 02173
Tel. 617/861-7200

EASTERN SERVICE CENTER
Varian LE.G.

52 Cummings Park
Woburn, MA 01810

Tel. 617/935-5185
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This is a copy of the shipping list accompanying
your VARIAN 936 LEAK DETECTOR:

THIS PACKAGE CONTAINS

Welch Duo-Seal Oil

lon Source

Cold Cathode Gauge Liner
Hubbell Receptacle

Cover Plate

One ___ 93 Leak Detector
One ___ Audio-VisualLeak Indicator
One ___ Carton, containing Spectrometer
Tube Assembly

One _____ Envelope, containing

Manual

Keys (taped to inside of manual front cover)
One Carton, containing

Please refer to the Manual, at least Section 11l
(Receiving and Installation) and Section IV (Operation)
before attempting to operate your new Varian 936 Leak Detector.

Other accessories shipped with this unit:




VARIAN 936
MASS SPECTROMETER LEAK DETECTOR

FACTORY CALIBRATION DATA

Model Number: 436~ Date: 8-2119
Serial Number: A-\S8 Initials: cdwm

Your VARIAN 936 Mass Spectrometer Leak Detector has been thoroughly checked out prior to
shipment. It is shipped tuned to helium on filament No. 1. Normally, once set, the tuning adjust-
ments are left untouched and calibration may be verified checked daily or as required

The data recorded below are readings taken during the final check prior to shipment. They are
convenient for reference purposes if tuning adjustments are altered. Slight changes may occur
when using filament No. 2 or after an ion source replacement.

Filament No. 1

Tuned Voltages

A lonVolage______ 24T wvbC Dial Setting—__ 4.8
B. Repeller Voltage_____ 338 vDC

C. FocusVoltage— 149 vbC

D. Emission Setting 1.8









